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ORDERING INFORMATION

ROOF CURBS

           Design  Wheel      Wheel       Duct         Unit       Motor     Supply    Exhaust    Supply Exhaust      
Options

                
          Model Numbering System Series               Size               Type         Drive       Conn      Voltage Type Fan HP  Fan HP  Fan Size   Fan Size      Listing
  1             2          3  4  5 6 7 8 9  10 11           12           13            14   15         16         17           18

W - Energy
      Recovery

M - Mini-
      System

W - Without Coils
E - Electric Heating Coil
H - Hot Water Reheat Coil 
C - Cooling Coil (Water or DX)
A - Cooling and Electric Reheat
B - Cooling and Hot Water Reheat

H -  Enthaply

3 - Variable Speed Drive w/External DDC Input Signal
4 - Variable Speed Drive w/Frost Control & External DDC 
 Input Signal
5 - Variable Speed Drive
6 - Variable Speed Drive  w/Frost Control
7 - Temperature Economizer
8 - Constant Speed Drive
9 - Enthalpy Economizer
A - Rotation Detector w/Variable Speed Drive w/External 
 DDC Input Signal
B - Rotation Detector w/Variable Speed  Drive w/Frost 
 Control & External DDC Input Signal
C - Rotation Detector w/Variable Speed Drive
D - Rotation Detector w/Variable Speed Drive 
 w/Frost Control
F - Rotation Detector w/Temperature Economizer
G - Rotation Detector w/Constant Speed Drive
H - Rotation Detector w/Enthalpy Economizer

SIZE
03
06
09
14

B - 208V, 1ø
C - 208V, 3ø
D - 230V, 1ø
E - 230V, 3ø
G - 460V, 3ø
H - 575V, 3ø

Supply
Motor (KW)

R - 3/4 HP (.56)
S - 1 HP (.75)
T - 11/2HP (1.12)
V - 2HP (1.5)
W - 3HP (2.23)
X - 5HP (3.73)
Y - 71/2HP (5.6)
C - 10HP (7.46)

Supply
Fan (mm)

A - 7”-5 (178)
B - 7” (178)
C - 9”-7 (229)
D - 9” (229)
E - 10” (254)
F - 12” (305)
G - 15” (381)
H - 18” (457)

Exhaust
Fan (mm)

A - 7”-5 (178)
B - 7” (178)
C - 9”-7 (229)
D - 9” (229)
E - 10” (254)
F - 12” (305)
G - 15” (381)
H - 18” (457)

Exhaust
Motor (KW)

R - 3/4 HP (.56)
S - 1 HP (.75)
T - 11/2HP (1.12)
V - 2HP (1.5)
W - 3HP (2.23)
X - 5HP (3.73)
Y - 71/2HP (5.6)
C - 10HP (7.46)

Duct
Connections

1
2
3
4
5
6

Fan Motor Type
1 - Open Drip Proof (ODP) (Default)
5 - Totally Enclosed
8 - Premium Efficiency - ODP
9 - Premium Efficiency Totally Encl.

P - Electric Preheat Coil
E - Exhaust Only Frost Control
F - On/Off Frost Control
W - Low Speed Defrost*
* Available Only with Wheel
  Drives 4, 6, B, D

B - Intake Hood w/Exhaust Gravity Backdraft Damper Only
S - Intake Hood w/Motorized Supply Damper, Gravity
 Backdraft Exhaust Damper
M - Intake Hood w/Motorized Supply & Exhaust Dampers*
C - Exhaust Gravity Backdraft Damper Only (Default)
T - Motorized Supply Damper, Gravity Backdraft Exhaust     
 Damper
N - Motorized Supply & Exhaust Dampers*
D - Double Wall, Intake Hood w/Exhaust Gravity Backdraft
 Damper Only 
G - Double Wall, Intake Hood w/Motorized Supply Damper,
 Gravity Backdraft Exhaust Damper
H - Double Wall, Intake Hood w/Motorized Supply &
 Exhaust Dampers*
J - Double Wall, Exhaust Gravity Backdraft Damper Only
K - Double Wall, Motorized Supply Damper, Gravity
 Backdraft Exhaust Damper
L - Double Wall, Motorized Supply & Exhaust Dampers*

* - Available with insulated dampers

8

    Design                                                    Curb          
         Model Numbering System Series        Mat’l               Size                                      Height                                 
 1 2 3 4 5 6 7    8      9     10 

W X W A G 0 6 S 0

W - Energy
      Recovery

X - Accessory

W - Roof Curb for
      Mini-System
A - Transition 
 Curbs

G - Galvanized

S - Standard Length (Model WMWA Only)
E - Extended Length
C - Custom Curb for Units with Gas Furnance

03
06 
09
14

08 - Inches (203mm)
14 - Inches (356mm)
20 - Inches (508mm)

W M W A 0 6 H 8 1 G 1 S S D D E B

MINISYSTEM

A4 - WVB_18 to WMWA09
A7 - WVB_12 to WMWA06
A9 - WVB_18 to WMWA06

N - Non-Listed
E - UL Listed
 (Default)
F - Non-Listed w/
 2” Insulated
 Double Wall
G - UL Listed w/
 2” Insulated
 Double Wall
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 ORDERING INFORMATION

WM OPTIONAL CONTROLS
       
                  Design
    Model              Series                    Unit Size           Options, Required Field, Must Be In Order Presented     
 1    2       3                4                    5    6    7       8     9       10      11        12        13      14    15         16 17 18

W - Energy
      Recovery

Y - Attached 
 & Wired
X - Shipped 
 Seperately

M - Mini-System

Unit Size
03
06
09
14

M - Airflow Monitor
F - Dirty Filter Switch
G - Filter Switch & Airflow Monitor
X - No Option

W Y M B 0 6 X X X X X X X X X X

C - Time Clock
R - Remote Panel
B - Time Clock & Remote Panel  
G - GFI Outlet
H - GHFI Outlet & Time Clock
J - GFI Outlet & Remote Panel
K - GFI Outlet, Time Clock & Remote Panel
L - Interior Lights
M - Interior Lights & Time Clock
N - Interior Lights & Remote Panel
P - Interior Lights & GFI Outlet
Q - Interior Lights, Time Clock & Remote Panel
S - Interior Lights, Time Clock & GFI Outlet
T - Interior Lights, Remote Panel & GFI Outlet
V - Interior Lights, Time Clock, Remote Panel & GFI Outlet
X - No Option

1 - 2 Fan VFD’s, 1 at 5HP or Less,
 1 at 7.5HP or More
2 - 2 Fan VFD’s, 5HP or Less
3 - 2 Fan VFD’s, 7.5-10HP
4 - 1 Fan VFD, Supply 5HP or Less
5 - 1 Fan VFD, Supply 7.55HP or More
6 - 1 Fan VFD, Exhaust 5HP or Less
7 - 1 Fan VFD, Exhaust 7.5HP or More
X - No Option

B - Microprocessor Controls-Basic
E - Microprocessor Controls-Extended
A - Microprocessor Controls-Advanced
X - No Option

K - Fan Current Monitors
N - Shrink Wrap Packaging
P - Shrink Wrap Packaging, 
 Current Monitors
X - No Option

N - Door Interlock
H - Spare Filters 
 & Belts
J - Door Interlock, 
 Spare Filters 
 & Belts
X - No Option

D - Duct Flanges
M - MERV13 Supply Filter
N - MERV13 Supply Filter & Return FIlters
P - Duct Flanges, MERV13 Supply Filter
R - Duct Flanges, MERV13 Supply Filter & 
 Return FIlters
X - No Option

C - CO-2 Sensor
S - Smoke Detector
B - Smoke Detector & CO-2 Sensor
X - No Option

G - Gas Furnace (Low MBH),  
 1 Module, 250 MBH & Less
H - Gas Furnace (High MBH), 2  
 Module, 250 MBH & More
X - No Option

Available with Duct Arr. 
#2 & #5 only.

X

1 - 5 Year Unit 
 Mechanical Warranty
2 - 2 Year Unit, 5 Year 
 Wheel Mechanical 
 Warranty
X - 1 Year Unit, 5 Year 
 Wheel Mechanical 
 Warranty (Default)

X

F - Insulated Low Leak Dampers 
Available Only with Motorized 

 Supply & Exhaust Dampers 
 (Option Field 17, Options M, N, H, L)


