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SPECIFICATION SHEET
PNEUMATIC/ELECTRIC CALIBRATION CHART

STANDARD INLET SENSOR
OLD DESIGN (ORDERS SHIPPED BEFORE 09/09)

Calibration Chart for use with Models AV, AK, AH, AD, AR, AB
and Fan Terminal Models AS and AC
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INLET SIZE
DIMENSIONS LISTED IN INCHES

(Millimeters)

CFM (L/s)

Imperial [IP] Dimensions
Metric (SI) in Parentheses

CARNES COMPANY    448 S. Main St., P. O. Box 930040, Verona, WI 53593-0040    Phone: (608)845-6411    Fax: (608)845-6504    www.carnes.com

AIR FLOW SELECTIONS IN THIS RANGE

NOT RECOMMENDED
.02

.03

.04

.05

.10

.09

.08

.07

.06

.20

.30

.40

.50

1.00
.90
.80
.70
.60

1.35

60
 (2

8)
70

 (3
3)

80
 (3

8)
90

 (4
2)

10
0 

(4
7)

20
0 

(9
4)

30
0 

(1
42

)

40
0 

(1
89

)

50
0 

(2
36

)

60
0 

(2
83

)
70

0 
(3

30
)

80
0 

(3
78

)
90

0 
(4

25
)

10
00

 (4
72

)

20
00

 (9
44

)

30
00

 (1
41

6)

40
00

 (1
88

8)

50
00

 (2
36

0)

60
00

 (2
83

2)
70

00
 (3

30
4)

80
00

 (3
77

6)

(1
27

) 5
” D

IA
.

(1
52

) 6
” D

IA
.

(1
78

) 7
” D

IA
.

(2
03

) 8
” D

IA
.

(2
54

) 1
0”

 D
IA

.

(2
29

x3
05

) 9
”x

12
”

(3
05

) 1
2”

 D
IA

.

(3
56

) 1
4”

 D
IA

.

(4
06

) 1
6”

 D
IA

.

(4
06

x4
57

) 1
6”

x1
8”

(4
06

x6
10

) 1
6”

x2
4”

 


