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OVERVIEW | Opposed Blade Damper (RXEA, RXTA)
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               OPTIONS
  1      2       3      4       5      6      7       8      9     10     11    12     13     14    15        

R - Register
     or Grille 

X-  Accessory

E - Steel Opposed Blade Damper
T - Stainless Steel Opposed Blade
     Damper

DESIGN
SERIES

WIDTH
04 - 4”  Min.

Through
48 - 48” Max.

FRACTIONAL SIZE
0 -  0” 4 - 1/2”
1 - 1/8” 5 - 5/8”
2 - 1/4” 6 - 3/4”
3 - 3/8” 7 - 7/8”

BLADE ALIGNMENT 
S - Blade Parallel to Short
     Dimension (Default)
L - Blades parallel to Long
     Dimension

HEIGHT
04 - 4” Min. 

Through 
36 - 36” Max.

FINISH
20 - Mill Finish

F - Fusible Link

OPERATOR 
X - Standard Operator
     (Default)
T - 3-1/2” Teleflex
D - 2” Teleflex
Y - 5/8” Teleflex

Model Numbering System

Application
Acts as a volume controller, adjustable from the face of the 
diffuser, and as a neck-mounted equalizing grid.
Standard Features
• Model RXEA features electrogalvanized steel 
 construction.
• Model RXTA features Type 304 stainless steel blades 
 and frame ends.
• Available in single units up to 24” blade lengths with 36” 
 sides. Units can be joined for larger sizes.
• Sizing available in 1/8” increments.
• Standard operator is via flat-blade screwdriver.
• Can be mounted in duct as well, for balancing with filter 
 grilles.
Optional Features:
• Teleflex operators in 5/8”, 2” and 3-1/2” lengths.
• UL-listed fusible link (p. A343). Note that the damper is 
 NOT UL-listed.
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